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Introduction

SCB-C24 provides 16 optical isolated digital output channels that allow you to output
open collector signal to driven your devices on RS485 network. All channel features screw
terminals for convenient connection of field signals as well as LED’s to indicate channel
status. All inputs are equipped with photo-couplers to protect the module against high
voltage spikes and ground potential differences.

SCB-C26 provides 16 optical isolated digital input channels and all of them can be used
as counter. All channel features screw terminals for convenient connection of field signals
as well as LED'’s to indicate channel status. All inputs are equipped with photo-couplers to
protect the module against high voltage spikes and ground potential differences.

SCB-C28 provides with 4 optical isolated digital input channels and 4 power relays
output. All channel features screw terminals for convenient connection of field signals as
well as LED’s to indicate channel status. SCB-C28 can be easily control by SCB-C08.
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Block Diagram

SCB-C24
EEPRITM | & EXT PWR
Phentocoupier -8 EXT.GND
LED |e— o W e 000
Displey == s
L
CPU — " L] :
Farridire | i il WEG .
Taddilorited i mf e A il 14
Dala+ ==ted FLELAS
Diata- —4- inlertace [
# — ._"""'-' %F-iir:_ € 015
Ll -_Ir_:" ‘Ij.. r\‘L—
SCB-C26
FECRON =
- IN-COM
=D
LED |4—
Dispiay
cPy o= )
FIrmware |l :
Dala+—f RS485 i
E:J"s- —t] Inferface [ ¥
oo 1 r-wmppm A - Dit5
(G0 e Riemgclatior GND
¥ GND
SCB-C28
VCC @
EEPROM
™ rr#"“w"( — IN-COM
DI0
LED ¥ . .
Display }5;1'._ .
CPU 2 —
Firmware a L T RLT-COM
€ = ., RL1-NO
Data+ RS485 g j/ é — RL2-COM
Data- Interface 14 f ; £ E- EIE%ESM
vee a i RC3-NC
+Vs Power =@ g L? & H—RL3-NO
GND Regulator 1 RL4-COM
_* a I H— RL4-NC
ol | [ 14— RL4-NO
—

2/10

Copyright © 2010 NUUO Inc. All rights reserved. www.nuuo.com




SCB-C24/C26/C28 OﬂUUO

The Inedigent Surveillance 5

2010/4/13

Application Note
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Installation guide

SCB-C08 with SCB-C24/26/28

SCB-C24/C26/C28 must work with SCB-C08 (USB-RS485 converter) because general
computer does not support RS485 interface directly.

1.) Plug SCB-C08 to USB port on the back of the PC and install SCB-CO08 driver.

2.) Make sure the driver is installed successfully in device manager.
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3.) Connect SCB-C24/26/28 to C08.(Take SCB-C08 with SCB-C28 for example as below)
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4.) Execute 10config.exe to check the COM port, Baud rate and starting address.
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Scanning options Beanning reaults
CoMpot [moms Address | Name COMpori | Baud rate
Baud rake: i;EﬂC = 0 28 COMY4 9600
Stating [z
addrezs sk
....... Scan

5.) Open Main console and go to [Config]->[Setting]->[I/O Device]

6.) Enter the desired name of [Module], specify the model of [Device], select the [COM
Port], and [ID] of the device.

General] Camera IO Device IF'TZ Cnnﬂg] Hntline] User Acc

Q0 Device Setting =

| Add |

Module: |C28 eeee—
Device: |SCB-C28 -

COM Port: [com4 ~ .
ID: |Addr:00 |
SCB-G3-I0

1.) Connect SCB-G3-10 card to power supply on computer.

2.) Connect SCB-G3-10 card to capture card via attached cable.(SCB-7000s, SCB-6000s,
SCB-3000s, and SCB-1000s card)

3.) Connect RJ-11 to COM port (RS-232) on back of PC for RS-485 application.
4.) Connect digital input/output devices to SCB-G3-10 card according to below diagrams.

Notice: Please DO turn off the power of PC before installing SCB-G3-I10 card. 5/10
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FAQ

How to control PTZ from analog camera through SCB-C08
converter?

1. Connect SCB-CO08 to the USB port on your PC.
2. Install the SCB-C08 driver.

3. Connect your analog PTZ camera to the SCB-C08 with RS485.

h“l .

computer

analog PTZ camera

4. Right click on <My Computer> - <Manage> - <Device Manager> - <Port (Com
& LPT)> and check the COM Port number for this SCB-C08.

You will be able to see a <Prolific USB-to-Serial Comm Port> and this number
is your COM Port number for SCB-CO08.

Take the following picture for example; the COM Port number for C08 is
COMS.
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5. Start NUUO Main Console - <Config> -<Setting> - <PTZ COnfig> and then fill
in the Basic Setting, inclusive of Camera model, COM Port, Baud Rate and
Address.

Please note: you need to check the analog camera user manual for the PTZ
protocol and baud rate.

The PTZ protocols NUUO currently supports are Pelco D, Pelco P, Samsung,
L|I|n Dynacolor, and SAE.

General] Camera] W0 Device  PTZ Config | Hot\ine] Address BDDM MunitorD\splaﬂ Joystickl
P Basic Setting
& CAMOL Camera 1
0O & camaz Camera 2 Camera Model: |,;.e|co o j
O & camMaz Camera 3
O & CAMO4 Camera 4 Cam Port [com3  ~]
3 coM3 -

O & CAMOS Camera 5 J
O & CAMOS Camera & —_|
O & cAMO7 Camera 7 SR [2400
O & CAMO2 Camera B

Address: -
O & CAMIZ AXIS M1031-4W eSS Addrl
O & CaM10 AXIS 214 (192,
0O & camil Levelone FOS-2
O & Cami2 vivoek [P71s1 | Advanced Setting
O & CAM13 LevelOne WS- Pancoeet: s

Tilt Speed —— F——— Medium

Zoom Speed: ———— })——— Medium

==
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How many 1I/O devices can | connect to SCB-C08?
Each SCB-CO08 is able to connect to 256 /O boxes (SCB-C24/C26/C28).
Each 1/0 box is identified by address of which range is from 0~255.

F RS485 RS485 ~ = RS485
Co8 ( ?
“Lk -~

USB/COM port

C28 C28

Up to 256 I/O boxes

How do | reset C24/C26/C28?

If you can't find the I/O device by using IOconfig or it is not working properly, please reset it
and try again.

1.) Turn off the Main Console

2.) While the power is plugged in, put the switches 1 and 2 to UP position then
unplug the power
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3.) While the power is unplugged, put the switch 1 to DOWN position then plug in

the power
1 2

4.) Then plug in the power and put the switch 1 to UP position and switch 2 to
DOWN position
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